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Note- This fitting
is not original, but
added to fix shaft
cover to floor

Countersunk #’x3’

long BSF screw
through floor washer
into captive nut in
Toeboord edge

s’ s
Countersunk 1/4’x1/2” BSF

screws through floor
washers to T-Nuts in floor

_— - Countersunk 1/4“x3/4" BSF
:X(/—screw through floor washer
to coptive nut in pedal box

Countersunk 'x3’

long BSF screw
through floor washer
into captive nut in
pedal box

2BA T-Nut to top
surfoce to secure
pedal shaft cover

2BAx3 long
Cheesehead screw
with spring washer
from below

Press stud for
carpet

Countersunk 3'x1”
long BSF screws
through floor
washers into flat
and spring washer
with hex nut under
body flange.

2BAx1/2" long

Roundhead screws

into T-Nut on
underswe of floor

Countersunk 1/4"x3/4" BSF
screw through floor washer
to captive nut in chassis -7
rail Cangle iron> =777
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Top View

Countersunk
6mm/1/4x13mm/1/2g
screws through floor
washers into T—-nuts

in the rear floor
overlop.

All dimensionsrein
millimeters

MG Y-Type Floors RHF/RHD Fasteners
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This drawing is supplied by the International MG Y Type Register.  See our disclaimer at www.mg-cars.org.uk/imgytr/disclaimer.shtml
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All dimensions are in
millimeters




